ReaderTT.config = {"pagecount":120,"title":"CCNP 1 OSPF","author":"TelSynch","subject":"","keywords":"","creator":"Writer","producer":"LibreOffice 7.2","creationdate":"D:20220606052807Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Topología","page":2,"zoom":"XYZ 60 1165 0"},{"title":"DTP","page":3,"zoom":"XYZ 60 1165 0"},{"title":"Creación y Administración de VLANs","page":13,"zoom":"XYZ 60 727 0"},{"title":"Asignación VLANs TRUNK","page":16,"zoom":"XYZ 60 379 0"},{"title":"Agregar VLANS adicionales al TRUNK","page":23,"zoom":"XYZ 60 1165 0"},{"title":"Suprimir VLANs al TRUNK","page":26,"zoom":"XYZ 60 888 0"},{"title":"Remover todas las VLANs de un enlace TRUNK","page":30,"zoom":"XYZ 60 1165 0"},{"title":"VTP I","page":32,"zoom":"XYZ 60 1165 0"},{"title":"Private VLANs único Switch","page":36,"zoom":"XYZ 60 888 0"},{"title":"Private-VLANs pruebas de conectividad.","page":40,"zoom":"XYZ 60 292 0"},{"title":"Private VLANs Multiples Switchs","page":43,"zoom":"XYZ 60 1165 0"},{"title":"Private-VLANs pruebas de conectividad.","page":50,"zoom":"XYZ 60 933 0"},{"title":"Port Protected","page":55,"zoom":"XYZ 60 1165 0"},{"title":"Etherchannel","page":59,"zoom":"XYZ 60 1183 0"},{"title":"Load-Shared Etherchannel","page":65,"zoom":"XYZ 60 1048 0"},{"title":"Etherchannel L3","page":72,"zoom":"XYZ 60 1004 0"},{"title":"VTP II","page":73,"zoom":"XYZ 60 356 0"},{"title":"STP Comportamiento por defecto","page":78,"zoom":"XYZ 60 1183 0"},{"title":"STP Configuración.","page":86,"zoom":"XYZ 60 681 0"},{"title":"STP BPDU Guard","page":96,"zoom":"XYZ 60 750 0"},{"title":"FLEX Link","page":97,"zoom":"XYZ 60 771 0"},{"title":"STP Multiple Spanning Tree MST 802.1s","page":104,"zoom":"XYZ 60 1142 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
